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396-001110
Tower 100 / 200 Mount Bracket Kit 

(Direct To Bar Mount) 

Kit Number: 511-1010 

Installation Instructions 
1. Attach the mounting bracket to the implement / toolbar. SurePoint offers multiple U-bolt sizes

available for many bar sizes, u-bolts are sold separately. Backer Plate Kit
2. Attach the pump panel to the bracket with four 3/8” bolts.
3. Connect the tank outlet to the 3/4” hose as shown.
4. Connect the tank agitation port to the 1/2” hose as shown. If the product being applied doesn’t

need agitation, the 1/2” hose can be teed into the 3/4” supply hose. This will allow pump
recirculation for optimum performance, but no agitation.

5. Connect the rinse tank outlet to the 3/4” hose as shown.

ITEM 
NO. 

PART NO. DESCRIPTION QTY. 

1 410-1319A1-BK Tower Direct to Bar Mounting Bracket 1 

2 384-1080
Hardware Kit - Qty 4 of 3/8" Carriage Bolts 
and 3/8" Flange nuts for mounting Tower 

1 

Step 5

Step 1  
380-1001 - 7x7 U-Bolt Kit

515-03-203000 - Backer Plate Kit
Multiple Slot locations allow for
mounting flexibility. Position as
necessary for your implement.

Step 4 

Step 2

Step 3
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