
JDRC 2000 47-pin to Dual Product, 12 sections

213-00-3453Y1
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Sticky Note
Changed Power and Gnd to Product connector to High Current Power and Ground (before assembly 10-31-16 MAW)
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Compatibility Chart for 213-00-3453Y1

This adapter cable connects to the 47-pin connector from the JDRC 2000 harness. It works for 2 products  in Air 
Cart/ Generic profile setup when used with the correct final harnesses.  It is not intended for NH3. It will NOT 
control a 2nd product in NH3 mode.  It will operate in Spreader mode with 4 sections when paired with appropriate 
final harnesses. 

It will connect to the new SureFire LiquiShift module.

It will also work for 1 product in Liq Fert Tool, Air Cart or Generic mode when used with the correct final harness.

Support for the following items:

Air Cart / Generic Spreader Liq Fert Tool

Total Products 1 or 2 1 or 2 (no liquid) 1

Sections 12 4 12

Fill Flowmeter 2 -- 1

Flow Return Valve NO NO Yes

Agitation Valve NO -- NO

Pump/Fan/Spinner RPM Signal 2 2 1

Bin Level Signal 2 2 0

Shaft sensors 2 --

Pressure Sensors 2 1

Height Switch 1 (optionall) 1 (optional)

Final product harnesses

Flow Return Valve is only available on a Liq Fert Tool setup with one product.
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