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396-2891Y1
Dual HD SS Tube for 1700 Series 

John Deere Planters 

Kit Number: 270-1700 DUAL HD 
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Parts List and Exploded View 

ITEM NO. PART NUMBER DESCRIPTION QTY. 

1 274-2655Y1 JD 1700 Rear Opening Tube Weld Assembly 1 

2 274-2846Y1 JD 1700 Rear Opening Tube Weld Assembly - Left 1 

3 300-060012-SS 3/8" x 3/4" Bolt SS 4 

4 323-06-SS 3/8" Flange Nut - SS 4 

5 350-0605 SS Hose Clamp - Size 6 - 7/8" Diameter 5 

6 101-038038038-HBY-I 3/8" HB Y Connector 1 
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1. Mount Rear Tube (274-2655Y1) to the right side in the 
existing holes of the Row Unit Tale Section using the 
provided Stainless Steel Bolts and Nuts as shown in 
picture above.  Repeat these steps to mount Rear 
Tube (274-2846Y1) to the left side of the Row Unit. 

2. Plumb the two Rear Tubes together using the 
provided 3/8” Y Connector, Hose Clamps and 3/8” 
Tubing as shown in picture to the right. 

 

Step by Step Instructions 

STEP 1 

Optional fittings for splitting flow 
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