Flash Updater Install Instructions

e If the installer did not automatically launch, start it manually by going to the ECU Updater folder
then pcan-usb\Flash_Installer and double clicking Setup.exe. Otherwise jump to Step 1.

ECU Updater » pcan-usb » Flash_Installer
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1. Ensure Modify is selected, as shown in the image below, and click Next.

InstallShield Wizard

Welcome
Madify, repair, or remove the program.

Welcome to the KEFEX Winflash Setup Maintenance program. This program lets you modify
the current installation. Click one of the options below.

(o Modify

Select new program components to add or select currently installed
components to remaove.

(" Repair
ﬁ Reinstall all program components installed by the previous setup.

" Remove

£ )
= Fiemave all installed components.

MNext > | Cancel

2. Click Next again on the Select Components screen.
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3. Ensure PEAK-System Technik GmbH CAN interface is selected and click Next.
InstallShield Wizard

Setup Type
Choose the setup type that best suits your needs.

‘Which interface do you want to use for communication ?

" Configure manually " IX$4AT CAN interface
" Sontheim GmbH CANLPT " RS232

" Vector Informatik CAN interface

¢ PEAK-System Technik GmbH CAN interface

" EMS Wiinsche CPC-PP

< Back | Next > I Cancel

4. Click Yes on the next screen.

Question

. Install the PEAK PCANDRY (canapi2.dll} on this system
[ (required for STW tools) ?
Select NO if PCANDRYV is already installed.

5. Click OK on the next screen.
Information X

.@ The PEAK canapi2 driver will now be installed.

6. Click Next on the following screen.
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@5 PEAK CAN Driver Installation <

U Welcome to the PEAK CAN Driver

Installation Wizard
=S

It is strongly recommended that you exit all Windows programs
before running this setup program.

Click Cancel to quit the setup program, then close any programs
you have running. Click Next to continue the installation.

WARNING: This program is protected by copyright law and
international treaties.

Unauthorized reproduction or distribution of this program, or any
portion of it, may result in severe civil and criminal penalties, and
will be prosecuted to the maximum extent possible under law.

< Back Next > Cancel

7. Accept the License Agreement and click Next.

8. Select the desired language and click next.

9. Click Next on the Destination Directory screen.

10. Click Next on the Ready to Install Application screen.

11. After installing, click Finish.

12. Select PCAN USB on the Setup Type, then click Next.
InstallShield Wizard

Setup Type
Choose the setup type that best suits your needs.

‘Which type of PEAK CAN interface will be used ?
Ize the CAN control panel in the system configuration to select this manually later.

" Configure manually / leave unchanged
* PCAN USB
" PCAN PCI

< Back | Mest > I Cancel

13. Click Next on the Select name of the CAN network screen.
InstallShield Wizard

Select name of the CAN network

Select name of the CAN network.
By default thiz is TestMet.
The network name can be changed later with the PEAK. NetConfig tool

T esthet

< Back | Mest > | Cancel
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14. Click OK on the Installation complete screen.
Information >

o Installation completed.
_-/'.I

This installation is now complete. Continue to the PEAK installation, if not already complete.
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