PEAK Install Instructions

e If the installer did not automatically launch, start it manually by going to the ECU Updater folder
then pcan-usb\ and double clicking PeakOemDrv.exe. Otherwise jump to Step 1.

wnloads > Sentinel_ECU_Updater V_1_61 » Sentinel ECU_Updater V1_6_1 » ECU Updater » pcan-ush

Mame Date modified Type Size
Flash_|nstaller 4/24/2025 &:44 PM File folder
@ PeakOemnDrv.exe 472472025 4:27 PM Application 66,737 KB
’J winflash.ini 4/22/202512:34 PM Configuration settings 5KB
1. Click Next on the initial screen.
>

& PEAK-Drivers 4.3.0 Setup

Welcome to the
PEAK-Drivers 4.3.0 Setup
Wizard

The Setup Wizard will install PEAK-Drivers 4.3.0 on your
computer. Click "Next" to continue or "Cancel" to exit the Setup

Wizard.

2. Accept the End-User License Agreement and click Next.
3. Click Next on the Custom Setup screen.
72 PEAK-Drivers 4.3.0 Setup

Custom Setup

Select the way you want features to be installed.

Click on the icons in the tree below to change the way features will be installed.

SE=Ed| CAN device drivers For PCAN and PCAN-FD family
- ¥ - | Wirtual PCAN-Gateway products (not for PCAN dongle,
% ~| LIN device driver PCAN-ISA, PCAN-PC/104). PCAN-View
o 3 ~| Virtual PCAN driver tool
= API Libraries
=2-| PCAN-Basic API This feature requires 13MB on your
X -| PCAN-RP1210 API hard drive.
Location: C:\Program Files\PEAK-System\PEAK-Drivers 4\ Browse

Reset Disk Usage < Back Cancel
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4. Click Install on the next screen.
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Ready to Install -

The Setup Wizard is ready to begin the PEAK-Drivers 4.3.0 installatios

Click "Install" to begin the installation. If you want to review or change any of your
installation settings, click "Back". Click "Cancel" to exit the wizard.

< Back Install Cancel

5. Click Finish on the next screen.

This installation is now complete. Continue to the Flash Updater installation, if not already complete.
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